
 

 

To receive the Material Safety Data Sheet (MSDS), please send an e-mail to: MSDS@saatichem.com 

To get more information or contact us visit our Web Site: www.saati.com 

WARRANTY AND LIMITED REMEDY 

The directions, recommendations and specifications contained in this Technical Data Sheet are meant as a guide to the use of the 

product and shall not bind the company. Product  specifications are subject to change without notice. 
 

The following is made in lieu of all other expressed or implied warranties, including any implied warranty of merchantability or fitness 

for a particular purpose: all Saatichem manufactured liquid products are warranted to be free of defects in materials and manufacture 

and to meet the specifications stated in Saatichem applicable Product Bulletin. Saatichem will replace or refund the price of any 

Saatichem manufactured liquid product that does not meet this warranty within the applicable warranty period. 

 

The remedies are exclusive. In no case shall Saatichem be liable for any other direct or indirect damage or loss, including without 

limitation any incidental, special or consequential damages, or any material costs or labor charges incident to the removal or 
replacement of any mesh, screen, ink, substrate, finished graphic or any other item.   
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Technical data sheet  

REMOVE HR Haze Removers 
 

APPLICATIONS 

Removes stains, haze and ghost images from mesh for screen recycling. 

GENERAL CHARACTERISTICS 

Remove HR1 

• One part, ready-to-use gel  

• Mesh safe - can be left on screen overnight. 
 
Remove HR2 

• One part, ready-to-use liquid  

• Is able to remove the toughest stains 

• Works in minutes. 
 
Remove HR3 

• One part, ready-to-use paste  

• Is able to remove the toughest stains 

• Works in minutes. 
 
Remove HR5 

• One part, ready-to-use gel  

• Let sit on screen for a few minutes 

• Fast application 
 
Remove HR8 

• One part, ready-to-use (cream) 

• Let sit on screen for a few minutes 

• Application with coating through 
 
Remove HR89 

• One part, ready-to-use (gel) 

• Let sit on screen for a few minutes 

• Application with a brush 
 

DIRECTIONS FOR USE 

Remove HR1 
After ink and stencil removal, apply gel and spread the 
screen with a stiff brush. Let dry - may be left overnight. 
The gel will not harm mesh. Rinse the screen with a high 
pressure wash. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
Remove HR2 
After ink and stencil removal, spray or pour liquid on 
screen and spread with a stiff brush. Let sit for 
approximately 10 minutes - a longer time may weaken 
mesh. Rinse screen with a pressure wash. 

 
Remove HR3 
After ink and stencil removal, spread paste on screen with 
a stiff brush. Let sit for approximately 10 minutes - a 
longer time may weaken mesh. Rinse screen with a 
pressure wash. 
 
Remove HR5 
After ink and stencil removal, apply gel on screen with a 
squeegee or brush. Let sit for maximum 5 minutes - a 
longer time may harm mesh. Rinse screen with a 
pressure wash. 
 
Remove HR8 
After ink and stencil removal, apply cream on screen 
with a coating through. Let sit for maximum 5 minutes; a 
longer time may harm mesh Rinse screen with a 
pressure wash. 
 
Remove HR89 
After ink and stencil removal, apply gel on screen with a 
brush. Let sit for maximum 10 minutes; a longer time 
may harm mesh. Rinse screen with a pressure wash. 

 
HEALTH AND SAFETY 
 

Before using, refer to appropriate safety data sheets.  
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GARANZIA E RISARCIMENTI 
Le istruzioni, le avvertenze e i dati tecnici contenuti nella presente scheda tecnica costituiscono una guida all’uso del prodotto e non sono vincolanti per la 
società. Le informazioni contenute nella presente scheda tecnica possono essere soggette a modifica senza obbligo di preavviso. 
esplicite o implicite di commerciabilità o adeguatezza per un impiego partico  
La presente clausola sostituisce tutte le garanzie lare: 
 
Tutti i prodotti liquidi Saatichem sono garantiti contro qualsiasi difetto dei materiali e di produzione e corrispondono alle specifiche indicate nelle schede di 
sicurezza Saatichem. Saatichem sostituirà o risarcirà il prezzo di qualsiasi prodotto liquido Saatichem non conforme alla presente garanzia entro il periodo 
di validità di quest’ultima. 
 
In nessun caso Saatichem può essere ritenuta responsabile di eventuali perdite o danni diretti e indiretti, compresi senza limitazione i danni casuali, 
particolari o consequenziali o i costi di materiali o di manodopera derivanti dal recupero o dalla sostituzione di tessuti, telai, inchiostro, supporto grafico 
finito o qualsiasi altro prodotto. 
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STORAGE 

When sealed in the original container and stored at 
temperature between 20 and 25°C, REMOVER HR will 
maintain original properties for 24 months from the 
date of production. 

 
PACKAGING  
 
Available in 1 and 5 kilogram containers. 
In North America, available in ¼ , 1, 5, and 50 US 
gallon containers 
 


