
To place an order, call 1-800-431-2200. To receive Safety Data Sheets (SDS), please send an e-mail to: info.US@saati.com.
To get more information, visit our website at www.SAATI.com

description

SAATIjet is a specially coated polyester film that accepts inkjet ink without 
smearing. SAATIjet quickly dries to produce a waterproof film positive. Water 
resistance is an important feature to have in a film positive considering the 
damp environment typical of the screen preparation area of your shop.

SAATIjet provides a cost effective alternative to having your artwork done by 
expensive outsourced professionals. SAATIjet allows any image to be transferred 
directly from your computer to film. The result is a durable, waterproof film 
positive that can be used as often as required by your printing runs.

film thickness
Sample roll: 26” x 100”
Standard roll: 26” x 500” and 48” x 300”

Custom sheets available on request. 

characteristics
•	 Waterproof
•	 Compatible with any inkjet printer
•	 Dimensionally stable
•	 Fast drying
•	 Very good durability
•	 Works with standard ink cartridges
•	 Great registration accuracy
•	 Available in sheets and rolls

packaging

•	 SAATIjet standard roll size is 161⁄2” x 100’
•	 Available in 81⁄2” x 11”, 11” x 17” and 17” x 22” sheets
•	 Sample sheets available upon request

packaging sizes

saatijet film

Packaging

100’ rolls, Widths of: 100 sheet Boxes, sized:

14” 8.5x11”

17” 11x17”

24” 13x19”

36” 17x22”

42”


