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Technical data sheet

DURALIFE ME SOQUEEGEE

DURALIFE ME are the only squeeges cast in individual cavity molds that
seals both walls to better withstand solvent attack.

Duralife ME Squeegee Color Coding System

50 durometer Transparent

This is also the only way to assure consistent and uniform blade
thickness, dimensions and hardness. Duralife ME squeeges hold up 60 durometer Orange
longer on press and resist softening, even in UV applications.

65 durometer Yellow

Their molded printing edge also stays sharper and resist nicking.
The Duralife ME family is made of a wide range of squeege grades, types 70 durometer e

and configurations, all color coded for ease of identification. 75 durometer _

CHARACTERISTICS 80 durometer
¢ Hardness (SH): from 50 Shore to 90 Shore 90 durometer

« Standard length: 3660 mm
¢ Width: from 20 mm to 100 mm
¢ Thickness: from 4 mm to 10 mm

FEATURES FABRICATION OPTIONS

Available
on Demand

« UV and abrasion resistant

¢ UVink resistant

* Extended press life

» Resists nicking

« Sealed walls resist solvent attack
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To place an order, call +39 031.97.11. To receive Technical or Safety Data Sheets (SDS), please send an e-mail to: info.IT@saati.com.
To get more information, visit our website at www.SAATl.com
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DURALIFE ME SOQUEEGEE

DIMENSIONS

RECTANGULAR PROFILES
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SINGLE BEVEL BALL NOSE
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To place an order, call +39 031.97.11. To receive Technical or Safety Data Sheets (SDS), please send an e-mail to: info.IT@saati.com.
To get more information, visit our website at www.SAATl.com



